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Resistive Product Solutions 

 
特長／Features:  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

RSF 12 0.5W 250V 400V 350V ±200 ppm/ºC 0.1 - 150k 0.1 - 75k 0.1 - 1M

RSF 1 1W 350V 600V 600V ±200 ppm/ºC 0.1 - 100k 0.1 - 100k 0.1 - 1M

RSF 2 2W 350V 600V 600V ±200 ppm/ºC 0.1 - 120k 0.1 - 120k 0.1 - 1M

RSF 3 3W 800V 1,000V 750V ±200 ppm/ºC 0.1 - 470k 0.1 - 560k 0.1 - 1M

RSF 5 5W 1,000V 1,000V 750V ±200 ppm/ºC 0.1 - 470k 0.1 - 560k 0.1 - 1M

RSMF 12 0.5W 250V 400V 350V ±200 ppm/ºC 0.1 - 46.4k 0.1 - 47k 0.1 - 470k

RSMF 1 1W 350V 600V 500V ±200 ppm/ºC 0.1 - 75k 0.1 - 75k 0.1 - 470k

RSMF 2 2W 350V 600V 500V ±200 ppm/ºC 0.1 - 100k 0.1 - 100k 0.1 - 470k

RSMF 3 3W 500V 800V 600V ±200 ppm/ºC 0.1 - 118k 0.1 - 120k 0.1 - 470k

RSMF 5 5W 1,000V 1,000V 750V ±200 ppm/ºC 0.1 - 470k 0.1 - 560k 0.1 - 1M

(1) 定格電圧は、                                   による計算値、又は最高使用電圧のいずれか小さい方の値とする。

　　Lesser of √PR or maximum working voltage.

絶縁耐電圧
Dielectric

Withstanding
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抵抗値範囲　（Ω）　／　抵抗値許容差

Ohmic Range (Ω) and Tolerance

定格　　／　　Electrical Specifications
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公称抵抗値定格電力×
 

 
 
 
 
 
 
 
 
 
 
 
 
 

• ソリッド抵抗、巻線抵抗を安価に置き換え可能 

• UL 94V-0 に準拠したコーティング 

• 耐溶剤試験は、MIL Standard  202,Method 215 に準拠 

• リードカット品、リード成形品の供給可能。 

詳細については、弊社営業に問い合わせください 

• 高抵抗値、低抵抗値も供給可能 

詳細については、弊社営業に問い合わせください 

• 不燃性 

• Lower-cost alternative to carbon comps and wirewounds 
• Coating meets UL 94V-0 
• Meets solvent test of Mil Standard 202, Method 215 
• Cut and formed product is available on select sizes; 

Contact Sales Staff for details 
• Higher or lower resistance values may be possible; 

Contact Sales Staff for details 
• Flameproof  
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RSMFタイプ

RSMF Series
RSFタイプ

RSF Series

短時間過負荷
Short Time Over Load

JIS　C 5201-1　4.13 ± 2% ±1%

耐湿性
Humidity

MIL-STD 202, Method 103

耐電圧
Dielectric Withstanding Voltage

MIL-STD 202, Method 301

定格負荷
Load Life

MIL-STD 202, Method 108

高温高湿（定常）
Load Life in Humidity

JIS　C 5201-1 4.25

温度サイクル
Temperature Cycling

JESD22 Method JA-104

耐湿負荷
Moisture Resistance

MIL-STD 202, Method 106

はんだ耐熱性
Resistance to Solder Heat

MIL-STD 202, Method 210F

絶縁抵抗
Insulation Resistance

JIS　C 5201-1 4.6
IEC60115-1 4.6

端子強度
Terminal Strength

MIL-STD 202, Method 211

振動
Vibration

MIL-STD 202, Method 201

使用温度範囲　／　Operating Temperature Range:  -55ºC to +200ºC (RSF12, RSMF12, RSMF1) 
  -55ºC to +235ºC (All others) 

± 0.5%

± 1%

± 0.5%

± 1%

± 0.5%

± 2%

± 2%

試験方法　／　安全規格
Standard / Method

規格値
Requirement

± 1.5%

≧ 1G ohm

性能　　／　　Performance　Characteristics

± 0.2%

試験項目
Test

 
 

 
 

 
 
 
 
 
 

A : Body Length B : Body Diameter C : Lead Length(Bulk) D : Lead Diameter

RSF 12 9.0 ± 1.0 3.2 ± 0.8 28.0 ± 3.0 0.70 ± 0.08 6.35

RSF 1 11.0 ± 1.5 4.5 ± 1.0 28.0 ± 5.0 0.80 ± 0.05 6.35

RSF 2 15.0 ± 1.5 5.5 ± 1.0 30.0 ± 5.0 0.75 ± 0.10 6.35

RSF 3 17.5 ± 1.0 6.0 ± 0.5 35.0 ± 3.0 0.80 ± 0.05 6.35

RSF 5 24.5 ± 1.0 8.0 ± 0.5 35.0 ± 3.0 0.80 ± 0.05 6.35

RSMF 12 6.0 ± 0.8 2.3 ± 0.3 28.0 ± 3.0 0.55 ± 0.07 6.35

RSMF 1 9.0 ± 1.0 3.2 ± 0.8 28.0 ± 3.0 0.70 ± 0.08 6.35

RSMF 2 11.0 ± 1.5 4.5 ± 1.0 30.0 ± 5.0 0.80 ± 0.05 6.35

RSMF 3 15.0 ± 1.5 5.5 ± 1.0 30.0 ± 5.0 0.75 ± 0.10 6.35

RSMF 5 17.5 ± 1.0 6.0 ± 0.5 35.0 ± 2.0 0.80 ± 0.05 6.35

寸法　／　Dimensions   (mm)形名

Type / Code
Lead-Tape

Specification

外形寸法　　／　　Mechanical Specifications

 
 

M 
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Power Derating Curve: 
 

    
 
 
Pulse Limiting Power (One Pulse) / RSMF Series ≤ 5Ω  
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Pulse Limiting Power (One Pulse) / RSMF Series ≥ 5Ω  
 

 
 
 

サイズ
Size

RSF 12 Code Tol Value Code Quantity
RSMF 1 F 1% E96 5,000

2 G 2%
3 J 5%
5

500
5,000
2,000

500
B 1,000Bulk All Sizes

2,500

RSMF 12

RSF 3, RSMF 5

RSF 3, RSF 5 RSMF 5

1,000
RSF 1, RSF 2,

RSMF 2, RSMF 3

RSF 12,  RSMF 1

33.2 ohm = 33R2

1 Mohm = 1M00

Metal Oxide
Mini

0.5W
RSMF 12

3W
5W

形名構成　　／　　How to Order

包装形状
Packaging

１０進数の４桁表示
Four characters with

the multiplier used as
the decimal holder.

0.22 ohm = R220

定格電力
Power
Rating

10.2 kohm = 10K2

抵抗値許容差
Tolerance

E24

抵抗値
Resistance Value

品種
Product Series

1W

RSF 2, RSMF 3

2W

Description Size

1,000

RSF 12, RSF 1
 RSMF 1, RSMF 2

A Ammo

Tape and ReelT

RSF 5

1 2 3 4 5 6 7 8 9 10 11

R S F 1 2 J T R 4 7 0

 
 
 


